12" SIGNAL SECTION
WITH BACKPLATE

1" FROM OUTER EDGE
OF POLE, SEE NOTE 1

SIGN W3-3,
OTHERWISE

UNLESS

1Y, NPS
CHASE
NIPPLE

0’-6"
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5'-g"
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SLIP PLANE*\*\*

12" SIGNAL SECTION
(SAME AS ABOVE)

+—— FLASHING BEACON
— CONTROL ASSEMBLY.
UNLESS PROVIDED
ELSEWHERE, SEE
NOTE 2
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HANDHOLE
(SEE NOTE 4)

TAPERED STEEL POLE 8" x 53%" x 18'-0"
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0.1196"

AND THICKNESS
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FINISHED GRADE-—/ J
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2-¢" g

FRONT VIEW
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H

VIEW

SIDE

TYPE 15-FBS
FLASHING BEACON WITH SLIP BASE INSTALLATION

DETAIL A

40’-0"

TN

TAPERED STEEL MAST ARM 37" x 93" AND THICKNESS = 0.239"

x 1"
BACKING RING

PROVIDE REMOVABLE
RAIN TIGHT CAP

14" - INC - 3
HS Hex HEAD
CAP SCREW.

2 NPS PIPE CHASED EDGES
FOR ELECTRICAL CONDUCTORS

R %"
TOP, BOTTOM
AND SIDES

+— GALVANIZED DRAIN
HOLES, 2 BOTH
SIDES

ELEVATION B

TAP POLE PLATE —

2%" @ HOLE, CHASED
EDGES FOR ELECTRICAL
CONDUCTORS ———————
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[jij;;544'4fWAY SINGLE

I SIGNAL SECTION,
12" FLASHING BEACON
90 Ib MAXIMUM

17'-0" Min

:FINISHED GRADE

MAST ARM

HANDHOLE,
SEE NOTE 4

FINISHED GRADE:
(s
et Y

TYPE 40-0-100
ELEVATION A

15°

0.2391"

FLASHING
BEACON
CONTROL
ASSEMBLY.
SEE NOTE 2

NIPPLE

fEs-m)
et ¥

TAPERED STEEL POLE
9" x 12" x 17'-0" AND THICKNESS

VIEW A-A
FLASHING BEACON MAST ARM

CONNECTION DETAIL

BOLT & + /4"

23

AXIS OF FLASHING

B 3"

BOLT HOLE‘ = ANCHOR
+

BEACON MAST ARM:

2" ¢ x 42" ANCHOR BOLTS
SET TO 1'-5!5" BOLT CIRCLE

DETAIL B
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NIPPLE
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PLANS APPROVAL DATE

THE STATE OF CALIFORNIA OR ITS OFFICERS
OF AGENTS SHALL NOT /BLE FOR
THE ACCURACY OF COMPLETENESS OF SCANNED
COPIES OF THIS PLAN SHEET.

BE RESPONS)

Stanley P. Johnson
€57793

TO ACCOMPANY PLANS DATED

NOTES:

1. See Standard Plan ES-4A and ES-4D for

attachment fitting details.

2. For wiring diagram, see Revised Standard Plan
14B.

RSP ES-

3. For additional notes and details, see Standard
Plan ES-7M and Standard Plan ES-7N.

4. Handhole shall be located on the downstream

side of traffic.

5. Sss_pro}ec‘r plans for type of standard to

be installed.

.

FLASHING BEACON CONTROL
ASSEMBLY UNLESS PROVIDED
ELSEWHERE. SEE NOTE 2

ONE SIGNAL SECTION WITH

12" SIGNAL INDICATION
AND BACKPLATE

SLIP FITTER

i FINISHED GRADE

TYPE 1-A, 1-B, 1-C, AND 1-D

BASE PLATE

DETAIL C

FLASHING BEACON INSTALLATION

DETAIL D
See Note 5

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS
(FLASHING BEACON ON A TYPE 1,
TYPE 15-FBS, AND TYPE 40 STANDARD)

NO SCALE

RSP ES-7J DATED APRIL 15, 2016 SUPERSEDES STANDARD PLAN ES-7J
DATED OCTOBER 30, 2015 - PAGE 464 OF THE STANDARD PLANS BOOK DATED 2015.
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